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Multi-blade dampers  

ADVG/ADVM 
 

 
 

 For air flow closure and adjustment; 

 When placing an order internal duct/opening dimensions (A x B mm) should be considered; 

 Smallest size – 200 x 200 mm, can be made larger than 2000x2000 mm; 

 Leverage shaft -  12 x 12 mm;  

 Body - aluminium EN AW 6060 T6; 

 Blades – aluminium EN AW 6060/nylon PA 6.6; 

 Blades mechanism – „Zytel 80G14 Dupont“; 

 Gaskets – TPE-V/PP; 

 Range of operating temperature –  +80°C/-40°C; 
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 Leakage diagram tested in accordance to EN 1751: 

 
 

 Handle for hand operated dampers (material EN AB 46100): 

 
- An actuator operated version (M) comes with the base for actuator – 90 x 200 mm; 
- Special lever for remote control by chain is possible; 
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 Pressure drop graph: 

 
 Damper’s blades performance insulation test: 

 Exposed Surface Unexposed Surface 

Initial 
Temp. 

Final Temp. 
Duration 24h 

Initial Temp. 
Final Temp. 

Duration 24h 

Aluminium only blades 
16°C 

39,3°C 
16°C 

34,5°C 

Thermal break blades with 
polyurethane 

72,4°C 46,1°C 
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